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1.PRODUCT PACKAGE CONTENTS

Congratualtions On your purchase of this product.Now that
you have opened the box please inspecls inside. you should
have the following items:

TIME RECORDER

Included Accessories

. AC adapter: 1 pcs
Ribbon cassette 7« By
/.I B, /

{Pre-ﬁtlad} ;i (AC power plug?

Keys: 2pcs

Template: 1sheat

Scrows: dpes

Washar: 1pecs




2.ABOUT THE TIME STAMP

Itis important to become familiar with the time recorder
before setting it up and using it.

Print position adjuster
The print position from the card edge |
is adjustable by pressing and sliding
the print position button located on
outside bottom of the time stamp case.

Wall-mount holes
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3.QUICK INSTALL

1 2
Unlock the key and remove Remove the PROTECTION PAD.
the top case. |

/A Remove the PROTECTION PAD|
| before inserting AC power

Pratection pad

Plug the adaptor
into an available AC
outlet and connect to the
time stamp.

The time stamp will
display the time.

If the time or date is incorrect,
please review the time setting
instructions on pages 5-7.

(Print example)




4 PROGRAMMING THE TIME STAMP

To enter the program setting mode, remove the cover and plug
the AC adapter into the power outlet. Then press the [SELECT|

button once. The recorder will enter the program mode showing
a 4 onthe display positioned at the "TIME" mark.
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( The Control Buttons )

M :Press the[ SELECT!bution to choose the program setting mode. The
| v selected program mode is indicated by the 4 mark on the display.

| IV :Pressing the CHANGE button allows you to cycle
l through the options in the programming mode you are in.

‘Pressing the [SET] button allows you to set (enterflock) the
option shown on the display.
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5.SETTING THE TIME

EX:To set the time stamp to 09:30 AM from some other arbitrary time .

N =
1 (Second (Hour)  (Atewsa)
__J N S

Press the [ SELECT] button and position "5~ >~ >~ N
thea under the[ | mark. The "hour" | A A

digits will begin flashing. A AL LI

(The fiashing means that the numder can be changed.) (CHANGE] m
Press the[CHANGE button to 2 l-
advance the hourto"09". Then

press the SET button to accept nno1 n’nf

Fs
the displayed value.The "Minute" | an LJ‘U ‘
digits will now flash, .

indicating they may now be m (SET)
adjusted. e

Press the CHANGE button to advance 3_ l’

the minutes to "30".Press the SET| nn 1 '
button to accept the displayed 5' ‘
value.The "Second"value will m Canoe] seT|

start counting from "00"automaticlly.

L

MQTU'HETH FR SA SU

4 09:37 |

If other functions need to be m [ SET|

set please press the SELECT button,
or replace and lock the case cover.

The time stamp’s time is now set, 4
press theSET|button onceagain
to return the machineto normal
operations and time display.

Note:
Failure to complete step 4,will result in the time stamp not printing.
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6.SETTING THE DATE

EX:Set the lime stamp date to September 2 of 2005.
_ Press theCHANGE button

W, i i  until "09"is displayed,then
1 DATE. ¥ ) a’*‘“_"'“ 'D?tﬁ" press thelSET button.The
— "Day"should now flash.
” n . ﬂ {
&g aww
| Y
\ [ A
m Ghaxae o5 g 7 |
Press the[SELECT button, | | Fad
and position the a under e [ohancell se
the " PATE| " the "YEAR"will | _— -
flash. | 5 ‘l'
5 o 1" MO Tu WE TH FR SA SU
l
i ~ il
l n5 nS, 'j; /M!’ 5 5'
| ] [onanae
EIXIE EE Ppress the [CHANGE button until
Press theCHANGE button l 02" is displayed then press the

[SET button. The time stamp's
= date is now set, press the SET
press the [SET button. ; e
« . button once again to return the
Fhe:Monhshouldnowiash. ’ clock to nnrmgi operations.

J If other functions need to be set

until “ 05 “is displayed,then

T A
3 R ] please press the SELECT button
[~ & . ] | orreplace and lock the case cover.
| o5 ﬂg W A o
Lt Note:
S - — - Failure to complete step 5,
| SELEOT] [CHANGE] will result in the time stamp

not printing.

<



7.SETTING THE 12/24 HOUR DISPLAY FORMAT
EX:Set the hour format to 24 hour.

HOUR HOUR
1 1 ; .
A YV “ Vs
N L.
| A s ol
Press the[ SELECT] button and Press the. CHANGE button
position thea under the * FO28" to advance to mode"2" then

mark.The flashing digit indicates press the SET/button.
the "hour display format options "

Hour Display Format Options ':-'I'E'-?;l;[‘-"—;g'
1 | 12hour Ai 04 : 00 |
2 i 24hour 15:5
2 The time stamp’s Hours Display
Mo TU W€ TH fR sA sy Formatis now set,press the SET
~— A ) buttononce againtoreturn the

02 i . 71 | clock tonormal operations mode.
Ay WL LIl

—— |f other functions need to be
CIXIE EE set please press the[SELECT]
button or replace and lock the
case cover,

Note:

Failure to complete step 2,will resultin the time stamp not printing.



8.SETTING THE PRINT ORDER

EX:Set the print order to "Month,Date, Year,Hour,Minute”.

PmNT

PHINT
1 CHOELR ‘-".'Rf”-‘"
A N .-/,‘: T F S )
- | = 5
|_\_ 2 /J, J L |
onanael] sev sevecy onAna
Pross the [ SELECT| button and T
position the aunder the "PRINT CLaAS the d[,.-';“' ﬂfﬁ%;’:““"
OQRDER"mark. The flashing digit press the SET|button.

indicates the currently selected
"Print Order Options”.

Print Ordar Options L Sample Imprint
i | M. D, H. Min | SEP OB 13:49
2 | D. M. H, Min 08 SEP 143:49
A M. D. ¥. H. Min  SEP OB 2004 13:49
4 D. M. ¥. H. Min OB SEP 2004 13:49
& Y. M. D. H. Min | 2004 SEF 08 13:49
6 Y. M. D. H. Min. & | 2004 SEP OB 13:49:30 |
T D. H. Min_ | 0B 13:49_ ]
a DOW. D. H. Min | MO 08 13:49
9 Y . M,. = | 2004 SEPQOB
M. | sSsEPQB8. 00 i
- Duw, D. M. Y MO.08 SEP 2004
=  C. M. D. Y | RCVD SEP 08 2004
13 C. D. MY RCVD 08 SEP 2004
14 C. Y. M. D RCVD 2004 SEP 08
15 M. D. ¥. € SEP 08 2004 RCVD _
16 D. M. Y. © 08 SEP 2004 RCVD
17 ¥. M. O. C S 2004 SEP 0B RCVD
18 C. D. H. Min | RCVDOB813:49
2 The time stamp s Print Order Options are now
MO TU WE TH FR SA SU 5o pressthe/SETibutton once again to return

the clock to normal operations mode.

A
RERZ)
AM / . | Ifother functions need to be set

L please press theSELECT button
[seLeoT] (oHANGE] | sE7) orreplace and lock the case cover.
Code Key: [¥ v St S )
M s | Note: Failure to complete step 2,
e ] will result in the time stamp
H e ]l not printing.
Bl Fey
\?H- G et |
[ e Tt ) —__|
®



9.PRINT 2 OR 4 DIGITS YEAR

EX:Set the time stamp toimprint a 4 digits year.

1 E-:ﬁ YEAR
I D_lls.‘rlT
. A 1) f A i,
= = - | N
l Y : c |
| A 1 AL ol NS
(CHANGES SET) [CHANGE
Press the [SELECT  button Press the CHANGE  button
f'h";, Eﬂ%%ﬁiﬁ‘"atr:a A undar to step through each selection.
the flashing digit indicates When "2"is displayed, press
the currently selected the SET button.
"Wear Digit Options®,
Year Digit Options Print Example ]
K | 2 Digits 08 SEP 03 14: 50 |
|2 4 Digits | 08SEP200314: 50 |

The time stamp s Print Order Options are
MO TU W TH FRSA SU  nowset, press the SET! button once again

|' "§ e to return the clock to normal operations mode.
L P

| If other functions need to be set

' = please press the SELECT button,
Lz orreplace and lock the case cover.

Note:
Failure to complete step 2,will resultin the time stamp not printing.
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. 10. HOUR/MINUTE PRINT FORMAT
EX:Setthe print format for"Hour"and "Minute"to 24 hour and 1/100hr.

1 e N g S
—— . 'T'_| AR S F

Y B | ' = 'j_ ]

o il c- .|
oranacll set) onanacll sev

Press the [SELECT button and Press the|CHANGE! hitt_qn until 2is
position the « under " “5i1 |"mark. displayed .Press the SET/button to
The flashing digil indicates the save the displayed value . The flashing

selected "Hour Options®. digit shifts from "Hour"to"Minute”.

Hour Options ' Print Example
1| 12Hour ] SEP 08pm04: 00
2 | 24Hour SEP08 16: 00
9 N
[ - | Pressthe CHANGE button until"2"
Z 2 | isdisplayed. Pressthe SET button
- i to accept the changes.
' Order Options | Print Example Order Options |Print Example
' 1.1/60 SEP08av12:10 § 3 11/20(5/100) |SEP 08au12.15
12 1/100 SEP0Bw12.17 | 4 11/10 SEP 08auf2.1
3 N The time stamp's Hour and Minute Print
= ” Format Options are now set, press the
L T Ao . 5 S SET| button once again to return the
- 4 | timestampto normal operations mode.
og 1 b Sy F If other functions need to be set
l LILd please press the SELECT] button,
e ——_ oprreplace and lock the case cover.
onanocll sev
Note:

Failure to complete step 2,will result in the time stamp not printing.

P
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o 11.DAY (DATE) PRINT FORMAT
EX:Disable the leading “0” inthe Day of the Month(Date).

1 LEADING LEADING
IERD EEFD
R v [ B
g ﬂ 1
o ¥ f
onanaE onaxas
Press the SELECT button and position E;‘;fsﬂ"ig[‘%éh”“m
'"un WG H disp
thea under ™ 8 "mark.The llalshm_g Press the SET button to
digit indicates"Leading Zero Options save the displayed value.
| Leading Zero Options Print Example
i 1 ZERO Disabled SEP 8 Fm4: 00
| 2 ZERO Enabled SEP 08 puu 04: 00

The time stamp 's Day of The Month

Print Furmat{}ptmms now sef,

press the SET button once again to

& 1dY: 5._’? return the clock to normal operation
mode.

MO TU WE TH FR SA SU

[sececr i EITE B3] |f other functions need to be set

please press the [SELECT! button,
or replace and lock the case cover.

Note:
Failure to complete step 2, will resultin the time stamp not printing.



12. SETTING THE COMMENT

EX:Set the comment to *FAXED" (This settingis availablz f "‘Comment'ls selected inthe "PRINT ORDER" )

COMMENT
1 COMMENT 2 SR
| % | :
- II II /.-'
Y] - g
[ |
L & I|' L] ) L - ST sy
onAnae onanaell ser|
FresstheﬁELEClbutton and position Press the| [CHANGE button to
the A under {COMYENT|"mark. The scroll.until"9” appears.Press
flashing digit indicates the current the{SET button to save the
"comment Options". displayed value.
Comment Dpt-ions Print Ex"arnple
SO ML L, T LT T SEP062004RCVD
2 SENT ~ _SEPOEB 2004 SENT
2 N SEP 062004 IN |
4 ouT "SEP 06 2004 OUT _
5 | CFMD (Canfirmed>’ SEPD62004 CFMD |
6 | FILED SEP 06 2004 FILED
7 PAID SEP 06 2004 PAID
8 USED __SEP 062004 USED
] FAXED SEP 06 2004 FAXED
10 | vOoID SEP 06 2004 VOID
| 11 | ORIGN (Original) _SEP 062004 ORIGN
12 | APR'D (Approved) _SEP06 2004 APR'D
13 | CMPL'D(Completed) i SEP 06 2004 CMPL'D
: The time stamp ‘s Comment Option is now set,
MO TU WE TH FR SA SU  pressthe SETbutton once again to return
A | theclock lonormal operation mode.
nE nl_l -nn
If other functions need to be set
please press the SELECT button,
[CHNSER) axY) orreplace and lock the case cover.
Note:

Failure to complete step 3,will result in the time stamp not printing.



13. SETTING THE LANGUAGE

EX: Print date and comment in Spanish.
{This setting is available if" Comment"is selected in the"PRINT ORDER".)

' c i - LANGUAGE P —— LANGULGE
S e = 3

L - i A A

oHANGER] SET] CHANGE]

Press the | SELECT button and
position the a along| & | mark.
The flashing digit indicates

‘print language options”

Press the CHANGEbutton until
"Jis displayed .Press the| SET
button.

MO TU WE TH FR SA SU

Print Language Options | Print Example
1] Eneuisn | gueESEngeos
2| FRENCH RLOT SER 2004
| [ —SPAruSH BRI 365800
4 PORTUGUESE | RSOLSEE 2004
5 GERMAN SQ0rREe 2004
6 I TALIAN %:%E_Tﬂzuog_
3

The time stamp 's Language Option is
now set, press the/SET button once

.
n (- again to return the clock to normal
E{? / Ll‘ . 5'3 operation mode.
- m If other functions need to be set
please press thel SELECT| button,
Note: or replace and lock the case cover.

Failure to complete step 3, will result in the time stamp not printing.



14.SETTING THE PRINTING METHODS

EX:Change the print direction to "Left" and the print activation to *Automatic'.
1 2

Y Fi z . Wl
' S T i
=1 | = =1
o = 4 W = 'I' "
PRINTDIRECTION F‘RI‘-TDR CTION
PRNTACTIATION PRINTACTIVATION
[SELEGT] (HANGER) SET| [ BELECT] [cHANOEN sET |

i Press the QHANGE button until*2*is
Press ThESE.LECI]hU“DHEHd DUSIHUI’I displayed and then press the BET

the aabove the * iy servaraw mark. button to save the selection.

The flashing d|g|[ indicates The flashing digit indicates the

P ; % e S “PRINT ACTIVATION® method(s).Press
Print Direction Options®, (sesetase theSET/button, if*1%is displayed Se etk
Tk 1) Prini Direction

| 1 | Right | Left

(ki Print Activation Explaination o
1 ik f The clock will print when a card or form is

utomatic inserted and sensed by the trigger
. |

- | The clock will print when a card or form is
2 Semiautomatic | inserted and sensed by the trigger and the
Push Bar s also pressed.
The clock will p'rint when a card or form

3 is inserted and tho push Bar is also
’ | Manual _pressed.
3 The time stamp 's Print Method

Option is now set,press the
MO TU We TH FR SA SU Sipilbultununcaagalnm
raturn the clock to normal
3” operations mode.
/HI' If other functions need to
be set please press the

m E [EELECT|buttan ar replace

and lock the case cover. Push bar

Note:
Failure to complete step 3,will resultin the time stamp not printing

45



15. SETTING THE DAYLIGHT SAVING TIME (1)

EX:Start,date Thursday, MAY 1,2003. END date Wednesday October 1,2003.

Given the Internaticnal example above, the time recorder
remembers the starting date of DST as the last Sunday in
March and the last Sunday in October.

If we set the DST start and stop dates for the current year,
the time stamp will automatically update the DST dates
each year, 1

Press the SELECT  button and _ Year "1"’“‘“ Date
position the a under the | 521, ’

mark,the "Month" will flash,
(The time stamp assumes the ~—— -

programming is for the current LNE. rﬁu'm
year) oHANGE
Press the CHANGE! button - 5.

until "05" is displayed, then |
press the SET|buttonto s
save the selection."Date"will }:I, TR

now flash. ohanaeld ser
3

Press the CHANGE |button until =
030501 a

ne

"01" is displayed, then press the
|SET button to save the selection|

1

OET

[=ti g
EMD START

4 The startmg date of D.S. Tl_ls
, now configured,press the[SET
MO TU We TH FR SA S'Ll button once again to return to
0b r n 3
I AR LI Itis recommended that the
< DST END is completed at this

normal operation mode,
EINE B3 stage.

[t Y
=



15. SETTING THE DAYLIGHT SAVING TIME (2)

EX- (continued):Daylight saving time ends on Wednesday October 1,2003.

1 ath - pp——
e % P Press the SELECT button and
.Y position theaunder the " 255"
UJd iy i mark the "Month"will flash.
v
EEg che EIE BN
2 ——— Press the CHANGE]button until
n3 g -0 | "ots displayed. Press the/SET]
| Lt B | putton to save the selection.
T "Date” will begin to flash.
I'__!ST
RN oiivaell sev
. — Press the CHANGE button until
nJn ni "01"is displayed .Press the SET
| ”3;5 Y LI | button to save the selection.
DsT : 4 :
ND The time stamp's Daylight saving
BT B& 1y0de Option is now set , please

press the [SET button once again
4 e mugy toreturnthe clock tonormal
AL MRS operations mode.

' A
n
A‘f ;’ ﬂ . E If other functions need to be set
; please press the SELECT] button,
EXIE B3 orreplace and lock the case cover,
Note:

. , .. Tocleareither the Month o1 Date field select *--".
Failure to complete step 4. will oy ot the Month and Date fieids as *-*wil
’E?”,l.t in the time stamp not disable the Daylight Savings function.Please
priniing. remembet 10 set both DST Start and DST End Modes
opproprigtely.

Ay

e



16.SETTING THE PASSWORD

EX:Setthe password to 1234
1 ( The password can be set from"0000" to"9999")

| Press the/SELECT button and

Nalz¥zlzi position the 4 mark at the
gy " mzeamn| " |, the first two digits will

oo : * flash.
PAEE'..ORD -
. - | PresstheCHANGE! button to

f ,3_51 i1 scroll to"12". Press the/SET
Far

1 :
-{ . button to save the selection.

o

“PASSWORD The last two digits will now flash.,

cianoel sev

2 —& s
. Press the[CHANGE button to

scroll to"34",and press the

i o '
= ;E’é,"{_ |SET| button to save the

selection

PASSWORD
ﬁ OHANSER SxT) The time stamp's password option

is now set,press the SET. button,

g - —l'— once again toreturn the clock to
MO TU WE TH FR SA SU normal operations mode.
)

| n
;f EE'EE If other functions need to be
| | set please press the [SELECT]
CIIE: Em  buttonor replace and lock the
case cover.

Note:
Failure to complete step 3,will result in the time stamp not printing.



17. USING THE PASSWORD

If a password has been setin the time stamp ,programming changes may not be
made until the ?mperpasswurd has been entered. "9999" will be displayed

when the|SELECT button is first pressed.

1

N o | Press the[SELECT button .
_9539 "9999"is displayed and first
I - | two digits will flash.

lmm

’-' N , Press thel CHANGE|button to

' e HY. advance the displayed digits

f E/gg to "12". Then press theSET button
— : - tosavethedisplayed value.
OHANGE The last two digits will now

2 l' flash.

Press the CHANGE | button to

| advance the displayed digits

l f’ ;_33"{ to "34". Then press the/SET|button
8 . tosave the displayed value.
T ~ —

CHANSH l Press the| SET|button to
verify the password, If the
correct password has been

3 entered the A cursor will
TINE indicate|"™E| Select the
_ desired setting mode by
(T A pressing the|SELECT
b _ ﬂ ’ button.
{ U U Note:
. d Failure to complete step 3,
EIXIE EE  will resultin the time

stamp not printing.



18. CANCELING THE PASSWORD

Should the password no longer be necessary for a given application
it may be cleared by entering a password of "0000".

1

| e oen Enter your current password to unlock

‘ —EE—SS ! thetime stamp for programming (Please

;:s"’% — ' review the previous page for more information ).

l, [cHaNGE] Pressthe SELECT|buttonand position
the a cursor at the|smwsse - The first
| twodigitswil flash.Pressthe | CHANGE |
{;’._‘? j}g button to selected "00" Press the ' SET
S . = buttonto save the selection,
PASSWORD

lmm
2

Press the|SET button to

DT 7 Savethe newvalue 0000
PASSWORD | The time stamp's password has
(SELEOT (OHANGE is now cancelled. Press the [SET
rrem Rl Se— button once again to return to
3 normal mode.
If other functions need to be set
ol B 11 A iu. please press the[SELECT button
or replace and lock the case cover.
Ay B B
a0 U Nota;
| Failure to complete step 3,
[sELEOT cHANGE] seT) will resultin the time

stamp not printing.



19.RESETTING THE TIME STAMP

The time stamp may be re-initialised to its factory settings by pressing
the recessed reset switch. After the reset switch s pressed the time
stamp will need to be re-programmed again.

Please note: All functions and settings including passwords will be
cleared when the reset switch is pressed.

Reset switch

Hold the ribbon cassette
by its tab and pull straight
out to remove it.



20.REPLACING THE RIBBON CASSETTE

Turn the knob of the new
cassette in the direction
of the arrow to tighten
the ribbon.

Place the cassette inside the

time recorder as shown in the
figure. Push the ribbon until

it snaps into position, Turning /
the knob on the ribbon cassette |
may make installation easier.

Turn the knob of the
cassette in the direction
of the arrow to tighten the
ribbon.

Replace the cover and lock.
The time stamp is now ready
for normal functions.




21.INSTALLING THE Ni-cD BATTERY(OPTIONAL)

1.Rremove the screw and lid.

[ Screw

2.Connector the connector.
Baptery then Press arrowhead
direction to put the battery
in the battery box.

~Serew
g:",t_— ™

3.Putthe lid, wind down the screw.




22. WALL MOUNTING

1 A.Selectasuitable location to mount the time stamp that is reasonably
close to an AC wall outlet (within 6ft/2m of wire cord length), a wooden
installation back board should be used to mount the time stamp to the

surface of the wall.

B. The time stamp should be 48 inches (122cm) above the floor,

| /Ej N
e —
am—

—_——

Mlark sorpw Bcatons or
e instalabon board viing
e provided templad

S

| 1758 ]

Be sure to keep about
1/47(6zm) of the screw
head away from the wall.

Using the unlock key and remove the case
caver, Place the time sfamp on the screws
to hang iton the board .Use the third screw

and the washer to secure the machine 1o the
L installation board.

-
4

The case cover may now be replaced and locked.
The time stamp is now ready for normal use,




23.ERROR CODES

[Code Problem Solution
P—01 cPuerror | Call the servicing dealer from
- e whom you purchased your
P—02 The lithium battery back-up used for time s{:mp eay
memary back-up is shorl, P
P—03 The card is not inserted in the Correctly insert the card.

clock properly,

Canngt print.The print head molor or
P—04 home position sénsor is not being
sensed correclly.
Cannet print. The print head motaror
P—05 the sensor is not functioning
properly.
P—06 | incorrect password. Enter the correct password.

P—(7 | DOSTBegin/Endis notfunctioning

Make sure that the ribbon cassette
is correctly inserted in place,
Turn off for 10 seconds,

Prass the push bar.

Verify the correct start and end date
of daylight savingtime and enter again.

HB_L Date entered is invalid . Refer 1o your owners manual

Other Trouble Issues

1. Thetime stamp dose not operate-Ensure the AC power supply
adapter is properly plugged into the inlet of the time stamp and
verify AC power is on Available In the outlet.

2. The time stamp does not print-Ensure the ribbon
isinstalled correctly and the proper print method
is set,

3. The time card is jammed- Press the push bar and try '
to pull cut the time card at the same time.




24 OTHER INFORMATION

Technical information

Physical Dimensions:
-Depth: 6.75 inches(171.45mm)
- Width: 6.45inches(163.83 mm)
- Height: 5.7 inches (144.78 mm)
-Weight:3.021bs(1.37kg)

Shipping Information:
-Shipping Weight: 8 Ibs(3.63 kg)
-Shipping Box Depth: 8.5 inches(215mm)
-Shipping Box Width: 8.75 inches(214.63 mm)
-Shipping Box Height : 10.5 inches (266.7 mm)

Power Requirements:
110V AC 60Hz or optionally 110V AC50Hz,
230V AC 60Hz and 230V AC 50Hz

Safety information:

/A, To avoid fire or electric shock,please do not
expose this time stamp to rain or excessive
condensed moisture.

NOTE:The time stamp is designed for use in normal commercial

and office environments. This product should not be subjected

to excessive heat, sunlight, dampness , cold or be subjected to
electrcal spikes . The time stamp may be desk mounted or wall
mounted with-in six (&) feet of a standard wall cutlet.

)

(s



ISGUS
Villingen-Schwenningen, Germany
Tel: 7720 383 143

ISGUS America
Cedar Grove, NJOT7009
Tel: 973-293-4550

ISGUS Canada
Toronto, Ontario, Canada
Tel: 416-2505714

ISGUS Time Management
e-mail:isgus-vertrieb@isgus.de
http://www.isgustime.com
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TR-S1000 Mounting Template
This side face out

Bottom of TR-S1000 Outer Casing



